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KEY FEATURES:

Maintenance-free regulation of 
fresh air inflow

To choose during the installation 
process: 15, 22 or 30 m3/h

Protection against over-ventilation in 
the form of a pressure aerostat

Health-friendly (PZH attested)

DIMENSIONS:
(width x height x depth)

Vent VM-G: 305 x 20 x 18 [mm]

Hood CEA: 295 x 20 x 8 [mm]

GPVM flat grill (option): 295 x 20 x 3 [mm]

Slot dimensions [mm]

*technical parameters presented for the slot
  12mm   

250

Colours

* Sets with mixed colours are also available, e.g. hood - golden oak, vent – white.

ASSEMBLY:
Pressure ventilators VM-G are 
installed into woodwork with the 
use of screws. The CEA intake port 
is installed on the external side. 
When installing the ventilator in a 
window with an external roller-blind, 
the GPVM net shall be used instead 
of the intake port. 

PCV frame

Wooden frame

AIR FLOW:

ACOUSTIC INSULATION:

CROSS SECTION:

Vent

Vent

VM-G 30 + CEA

VM-G 30 + CEA

VM-G 22 + CEA

VM-G 22 + CEA

VM-G 15 + CEA

VM-G 15 + CEA

10 Pa

Dn, e, w (C; Ctr)

21 m3/h

33 (-1; 1) dB

18 m3/h

33 (0; 1) dB

11 m3/h

34 (0; 1) dB

20 Pa

Dn, e, A2*

30 m3/h

34 dB

22 m3/h

34 dB

15 m3/h

35 dB

8-12*

Within the VM-G 15 regulator there are screen which during the installation 
process are used for adjust- ing (by removing the appropriate section) the 
expected air flow e¥ciency (15, 22 or 30 m3/h@20 Pa).

White

RAL 8004    

RAL 1013

RAL 8019    

RAL 1011

RAL 7035

RAL 8003

RAL 7016

RAL 8024

RAL 9011

 Bespoke RAL

VM-G

*Dn, e, A2: sound reduction index with the dominance of low register tones, e.g. city tra¥c, disco music, low speed rail tra¥c, jet aircraft at large distances

WINDOW VENTS →  PRESSURE - CONTROLLED


